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DriveChain

(1)rearaxlenut (4)indexmark
(2)locknut (5)axleplate
(3)adjustingbolt (6)referencemark

3. Tightentherearaxlenuttothespecified
torque:
94lbf·ft(128N·m,13.1kgf·m)

4. Recheckchainslackandadjustasnecessary.
5. Loosentheadjustingboltcounterclockwise

lightlyuntilittouchestheaxleplate. Then,
whileholdingtheadjustingboltwitha
wrench,tightenthelocknuttothespecified
torque:
20lbf·ft(27N·m,2.8kgf·m)
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Lubrication

Commerciallyprepareddrivechainlubricants
maybepurchasedatmostmotorcycleshopsand
shouldbeusedinpreferencetomotoroil.Pro
HondaHP ChainLubeoranequivalentis
recommended.

Saturateeachchainjointsothatthelubricant
penetratesthespacebetweenadjacentsurfacesof
thelinkplatesandrollers.

Adjustment

1. Loosentherearaxlenut(1).
2. Loosenbothlocknuts(2)andturnthe

adjustingbolts(3)counterclockwiseto
decreaseslackorclockwisetoincreaseslack.
Aligntheindexmarks(4)oftheaxleplates
(5)withthesamereferencemarks(6)onboth
sidesoftheswingarm.

DriveChainRollers

1. Checktheupperdrivechainroller(1)and
lowerdrivechainroller(2)forwearor
damage.

2. Measurethediameterofthedrivechain
rollersandreplacethemifbelowtheservice
limit.
ServiceLimit:
Upperroller: 1.5in(39mm)
Lowerroller: 1.2in(31mm)

Replacetherollerifnecessaryasfollows.
Installtheupperdrivechainroller(Green)with
the“/”mark(3)facingtowardtheframeand
lowerdrivechainroller(Black)asshown.
Tightenthedrivechainrollerboltandnuttothe
specifiedtorque:
Upperrollerbolt: 9lbf·ft(12N·m,1.2kgf·m)
Lowerrollernut: 9lbf·ft(12N·m,1.2kgf·m)

(1)upperdrivechainroller (3)“//” mark
(2)lowerdrivechainroller
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