
116 Adjustmentsfor Competition

FrontSuspensionAdjustments

(2)forkcapassembly (4)forkdamperpistonrod

5. Emptytheforkoilfromtheforkdamper
oil/springchamber(5)bypumpingthe
damperrodseveraltimes.

6. Cleantheforkcapandforkdamperthreads
(6).

8. Pumptheforkdamperpistonrod(4)slowly
severaltimestobleedtheairfromthefork
damper(1).

(1)forkdamper (4)forkdamperpistonrod

9. Applyforkoiltotheforkcapbushings(7),
newO-rings(8)andpistonring(9)onthe
forkcapassembly(2).
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(6)forkcapandforkdamperthreads

7. Extendtheforkdamperpistonrodtomaximum
length.
Pourtherecommendedforkoilintothefork
damper(1).
RecommendedOil:
HPForkOil,SS-19
RecommendedAmount:
8.4USoz(248cm3)

3. Removetheforkcapassembly(2)fromthe
forkdamperthreadsandthenpopitoutby
pumpingtheforkdamperpistonrod(4)
slowly.

4. Removetheforkcapassembly(2).

Becarefulnottodamagetheforkcapbushings.
Donotdisassembletheforkcapassembly.
Replacetheforkcapasanassemblyifitis
damaged.
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